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COMPLETE  SPECIFICATIONS.
Sprinkling.
Gem tat.
tion than the price herein stipulated to be pale! per cubic yard of masonry. The pipes, special castings and other iron work will be furnished and tleliverd by the city on the site of the dam, and must then be carefully protected, handled and laid by the contractor in a thorough manner as directed by the engineer.
Freezing             36*.    No masonry is to be built between  the
Weat cr I5th of November and the i$th of April, or in freezing weather, except by permission of the engineer. All masonry to be amply protected from the action of frost during the winter. The contractor will be required to make good any damage resulting from frost on any portion of the work.
37.     All fresh masonry, if allowed to be built in freezing weather, must be covered and protected in a manner satisfactory to the engineer, and during hot weather all newly-built masonry shall be kept wet by sprinkling water on it with a sprinkling put until it shall have become hard enough to prevent its drying and cracking, and if   necessary canvaft* coverings must be provided.
38.     American  cement  and   Portland cement are to be used.    The American cement muni lie*  in good condition and must be equal in quality to the best Rosendale cement    It must be made by manufav-turers of established reputation, must be fresh and very  fine  ground,.and   in well-made  cask*.     Tin* Portland cement must be of a brand equal in quality to the best English Portland cement.    To insure its good quality, all the cement furnished  by the contractor  will   be subject to inspection ami  rigorous tests; and if found to be  of improper quality,  will be branded and must be immediately removed from the work; the character of the tests to he determined by the engineer.    The contractor shall, at all times, keep in store at some convenient point in the vicinity of the work, a sufficient quantity of cement to allow ample time for the tests to be   made without delay to the work of construction.    The engineer shall be notified at once of each delivery of cement.    It shall be stored in  a tight building,  each cask  must   be. raised several inches above the  ground, by blocking or otherwise.
39.     Cement is generally to be used in the form of mortar with an admixture of sand, and uhen so used, its use is included in the price herein stipulated